
The Plateau  
bamboo difference
Plateau bamboo flooring is New Zealand’s leading supplier 
of FSC-certified bamboo flooring, setting the bench-mark in 
terms of quality, product innovations and value for money.

Plateau bamboo product innovations include:
•	 A Waxguard coating on the plank tongue ensures 

a squeak-free floor and helps repel moisture from 
the joints.

•	 Uniclic glue-less drop-down locking system. This 
system ensures each plank is dropped vertically 
into place; no hammer and tapping block or glue is 
required. Significantly faster installation is assured.

•	 Our award-winning manufacturer patented the 
Hotpress ‘one step’ technology used to create each 
plank from a single mold of bamboo. This proprietary 
innovation creates a harder, more stable floor with less 
colour variation.

•	 Each plank is coloured throughout by advanced 
thermal-colour treatment, without the use of toxic dyes 
or chemicals.

The formaldehyde content of Plateau bamboo is virtually 
nil, complying with strict European Union E0 standards. 
Some other brands contain a higher formaldehyde content 
leading to potential safety concerns.

FSC-certification ensures the highest environmental 
and social standards are met during harvesting and 
manufacture of Plateau FSC-certified bamboo flooring.

 Bamboo Flooring

Plateau Compressed Natural bamboo & the supreme NKBA 2011 award-winning kitchen.

Plateau are committed to providing the finest bamboo products on 
the market. Our superior production technologies ensure we can 
offer some of the best warranties in the industry. Accordingly we 
grant residential 5 year wear layer and 15 year structural warranties 
for all Plateau bamboo flooring.

Plateau BamBoo Hardness ComParison

Hardness is a defining factor in the durability of flooring. Plateau compressed 
bamboo’s hardness rating ensures outstanding dent-resistance.

oPtimum Harvesting age

Our bamboo is harvested at 5–6 years of age to ensure 
mature growth, consistent colour, hardness and stability; 
characteristics suitable for a construction material. 
Bamboo fibre harvested earlier than this can result in 
stability problems in the flooring, resulting in excessive 
movement of each plank after installation. By using only 
premium Moso bamboo harvested at peak density, we 
can supply the hardest most consistent quality bamboo 
flooring available.

advanCed manuFaCturing teCHnology

Our floors are made using the most advanced milling 
equipment from Germany, utilising a state-of-the-art hot-
pressed manufacturing process. The production process 
features an exhaustive 11 stage quality check, including 
checking raw material quality, moisture content, milling 
quality, sealing and sanding quality, inspection of coating 
quality and colour inspection.

Our factory is ISO 9001:2000 and ISO 14001:2004 
certified ensuring consistent high standards are achieved 
throughout the manufacturing process. Low VOC* 
Scandinavian adhesives are used that easily comply 
with strict European Union E0 standards. Each board is 
protected by a 7-coat solvent-free, low VOC water-based 
German Klumpp finish, including a ceramic anti-scratch 
coating for added protection.

15
year
warranty
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installation glue down | floating
With the advanced Uniclic drop-down locking system 
Plateau bamboo flooring is suitable for DIY or professional 
installation using the following methods:

over plywood, particle board or existing t&g floors
Plateau bamboo can be installed floating or glued down. 
Refer to our installation instructions for further information.

over concrete
Plateau bamboo can be installed floating over concrete 
slabs using an approved water-proof underlay. We do not 
recommend gluing directly to concrete.

note: Gluing directly to concrete is not recommended–
moisture from the concrete (no matter how old the slab 
is) can cause excessive expansion of planks. Chemical 
moisture barriers applied to the concrete do not completely 
block moisture rising into the bamboo, they only reduce 
the amount of moisture that is absorbed by the flooring.

To safe-guard against any problems ensure you install 
on concrete using the floating method only, utilising 
a water-proof underlay. This method fully protects the 
floor from any rising moisture and will not result in 
excessive expansion of the flooring. A further layer of 
moisture-protection can be added if required by laying 
black polythene underneath the underlay. Refer to Plateau 
bamboo installation instructions for further information.

Compressed Bamboo
Plateau compressed bamboo is rated the hardest of all types of bamboo 
flooring and possesses a beautiful wood-like grain appearance.

ComPressed CoFFee

size: 125 x 1850 x 14mm

Plank: 100% bamboo, Uniclic drop-down

FinisH: Matt–7 coats of water-based 
German Klumpp coatings including 
ceramic anti-scratch coating.

milling: micro-bevel

Carton weigHt: 21kg 1.39m2/ctn

ComPressed natural

size: 125 x 1850 x 14mm

Plank: 100% bamboo, Uniclic drop-down

FinisH: Matt–7 coats of water-based 
German Klumpp coatings including 
ceramic anti-scratch coating.

milling: micro-bevel

Carton weigHt: 21kg 1.39m2/ctn

vertical Bamboo
Plateau vertical bamboo is made from thin strips of bamboo that are 
laminated together into blocks before milling into planks. Vertical 
bamboo flooring has a unique linear appearance.

vertiCal CoFFee

size: 188 x 1920 x 15mm

Plank: Engineered 3-ply with 4mm 
bamboo layer.

FinisH: Matt–7 coats of water-based 
German Klumpp coatings including 
ceramic anti-scratch coating.

milling: square edge

vertiCal natural

size: 188 x 1920 x 15mm

Plank: Engineered 3-ply with 4mm 
bamboo layer.

FinisH: Matt–7 coats of water-based 
German Klumpp coatings including 
ceramic anti-scratch coating.

milling: square edge

ANTICO distressed compressed bamboo flooring is 
available in Alsace White, Grey and Sienna.

DROP-DOWN 

The famous Uniclic glue-less locking system has been enhanced even 
further with a drop-down action. This means each plank drops vertically 
into place and removes the need for tapping the plank horizontally into 
place. This removes the risk of damaging the surface or edges from tapping 

and speeds up the installation process significantly.
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