
 

C 40 Sonis 
82178 

The C 40 Sonis is voice-started, so it is automatically turned on when you start 
vacuum cleaning. When you stop, the flow guard automatically turns off the 
central unit.  The C 40 Sonis central unit can be installed indoors, even in a 
cleaning cupboard or bathroom. Can be fitted to a new building as well as to an 
existing building with a maximum dust piping length from central unit to 
furthest wall inlet of 45 metres within the structures. The C 40 Sonis is also 
suitable for a building with no low voltage wiring, or with broken low voltage 
leads. 

Product information:
Electric power 1,700 W (measured at the turbine)
Air power (max) 670 W (measured at the turbine)
Dust canister 13 l                 
Vacuum (max) 32 kPa (measured at the turbine)
Noise level 57 Lp dB(A)+/-2dB (measured in accordance with the IEC 60704 
standard)
Height 595 mm
Width 350 mm                
Weight 8 kg                       
Overheat + overload protectors
Splash-proof

Cleaning equipment included: Premium handle, Premium telescopic wand, 
floor/carpet nozzle 300 with wheel, crevice nozzle, furniture nozzle, suction 
hose 10 m, hose holder, nozzle holder, side supports for the hose.

For installing a C series central unit, you will need a wall bracket, sold in the 
PPC pipe kit. The wall bracket can also be acquired separately.

In addition to the central unit, you will need:
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