
The new generation high performance antennas
developed and produced in The Netherlands

General

The LRX-30 is a High-End active magnetic loop antenna for receiving 
frequencies in the long, medium and shortwave bands from 150kHz to 30MHz. 
There are also special versions – for receiving the lower frequencies from 10kHz
to 150kHz - available on request: LRX-30LW.

Usage

The LRX-30 is the perfect antenna for everyone with almost no space for an 
antenna and living in an area with lots of man made noises. Each radio signal 
consists of two components. The electrical part and the magnetic part. The 
electrical part is easy to capture with an antenna and also stronger than the 
magnetic part. That is why most antennas are electrical antennas. The down side 
of the electrical part is that it absorbs man made noises, like electrical appliances
etc, quite easily. It will interfere with your radio signal. The magnetic component
is hardly affected by it! The LRX-30 is specially designed for receiving the 
magnetic part only. The way it is designed the LRX-30 is also directional 
sensitive. The main advantage is you will get the best signal by turning the loop 
towards the station. You can also turn it away from the interference source for 
optimum radio signals. The electronics inside the base of the loop-antenna 
ensures the best receiving results without manually tuning the loop every time 
you change frequency!

The LRX-30 is made of high grade, weatherproof materials and intended to be 
used outdoors. You will get the best receiving results by mounting the antenna as
high and far away from man made noises as possible.

Static discharges

During adverse weather conditions such as dry weather, strong winds, rain, snow
fall, lightning etc, static can develop. Static can be heard as loud cracking noises 
from the speaker of your shortwave radio. During close by thunder storms, 
lightning can damage the internal electronics of any active antenna. For that 
reason it is important to discharge the static to earth. This can be done by an 
metal pole driven into the ground, preferably to the ground water level, and 
connected to the base of the LRX-30 by an thick copper wire. Never use your 
main socket as grounding. It can be dangerous and is filled with all kinds of 
data-pulses which will disturb your reception heavily.

Specifications

Frequency: 150kHz ~ 30MHz  ( 10kHz ~ 150kHz for the LRX-30LW )

Dimensions: Height 110cm Width 90cm

AC voltage: 60V ~ 240V 50Hz / 60Hz
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