
Product Specification Sheet 
 Tube Light - 32Watt - 8 Foot   

Wattage:                                              32.89 Watts  
Lumen Output:                                  4,255 lm  Delivered  (Day White) 
Kelvin                                                   Day White        (5,000K)
                                                               Natural White (4,000K)
CRI:                                                       83
Dimming:                                            Yes, 0-10V  Low Voltage
Dimensions:                                        93-1/2”L (8 Foot)  x 1-1/16”W
Lighting Angle:                                  170° 
LED Count:                                         198 Philips Lumileds SMD LEDs
Mounting:                                            Single Pin ( Double End Power )
THD:                                                     7%
Housing Temperature:                     Less than  95° F /   35° C
Max. Ambient Peak temperature:  -40 to 149° F  /   -40 to 65° C
Replaces:                                             T8, T10, & T12 Fluorescent Tubes                          
Working Voltage:                               110 - 277 VAC 
Input Current:                                    0.28 (Amp)
Efficacy (LPWD):                               129 
Power Factor:                                     1.0
Net Weight:                                         1.9 lbs / 0.86 kg 
Life Hours:                                          102,000 Hours
Warranty:                                            5 Years

Features:
•	 198 Philips Lumileds SMD LEDs
•	 Titan LED external driver required*
•	 Dimmable, 0-10V Low Voltage
•	 Clear or Frosted durable Polycarbonate lensing
•	 Instant on/off operation
•	 Extruded D shaped aluminum heat sink 
•	 Titan Polycarbonate endcaps
•	 No hazardous mercury or toxic chemicals
•	 Vibration and shock resistant 
•	 Rugged build for durability
•	 No ultra violet, No ballast required
•	 Universal voltage capabilities 
•	 Constant current design 1.0 power factor
•	 Greater than 50% savings in energy 
•	 No flickering, No noise 
•	 0-10V Low Voltage Dimming
•	 Greater than 96% recyclable
•	 UL Listed 
•	 Proudly Made in The USA

WWW.TITANLED.NET

SKU #         (110 - 277V)

* Attention: All specifications are subject to change without notice.

 Titan LED  USA Tubes USE A
SPECIFICALLY ENGINEERED 

EXTERNAL TITAN LED DRIVER
To OPERATE. Providing Clean,
Surge Protected, I/C Monitored, 

Constant Current Power is Crucial to 
the longevity of the 

Light Emitting Diodes.

5 YEAR
WARRANTY
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TITAN LED

Made in the USA

“Changing The World One Socket at a Time”

*ATTENTION:
17C-8-32-SP-57K
8Foot, 32W, Day White       (5700K), CLEAR 
17F-8-32-SP-57K
8Foot, 32W, Day White       (5700K), FROSTED
17C-8-32-SP-40K
8Foot, 32W, Natural White (4000K), CLEAR
17F-8-32-SP-40K 
8Foot, 32W, Natural White (4000K), FROSTED

Titan External Driver Required
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Single Pin Endcaps - Double Ended Power 102,000
LIFETIME HOURS


