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I would like to extend a sincere thank 

you for joining the Hungry Robot 
family.  I exist to provide musicians 
with tools to express their creativity 
and inspire new ideas through the 

use of the products I make.  My 
design philosophy is to create a 
simple, intuitive product with a 
musical quality rather an over-

processed quality.  Most of all I create 
circuits that I love and enjoy using.  
My hope is that you will love them 

too.  If you have any questions about 
your pedal or want to share your 

thoughts and opinions, good or bad, 
feel free to shoot me an email at  

hungryrobotpedals@gmail.com 

 

TheWash [tap-tempo-wash-delay] 
 
 
 

The Wash is a dream come true for ambient player and ushers in a new chapter in the world of delays.  It accomplishes the 
arduous task of creating an organic, below-the-mix wash.  Normally this requires stacking 3-4 reverb and delay pedals at the 

end of your chain.  The unique "Wash Circuit" creates the perfect wash with only one pedal. 
 

At its most basic utility, The Wash is an outstanding analog-voiced, tap-tempo delay with just over 1000ms of delay time.  The 
Wash can be used independently as a standalone delay or with in conjunction with "Wash Circuit." 

 
The Wash circuit (right footswitch) is what makes the pedal stand out from other delays on the market.  The Wash circuit adds 
reverb to the signal and through a complicated network of internal feedback loops, subtle multi-head Binson effect, and what i 
have coined "ripple effect," It works to add a hauntingly beautiful wash to your signal in ways that can't be accomplished by 
stacking reverbs and delays in series.  It does all of this while keeping the clarity and presence of your original signal without 
getting lost in the soup of decay.  The “ripple effect” is where each successive delay trail, scatters and transforms into reverb. 

 
FEATURES 
D.Level – Part of “Delay Circuit.”  Controls volume of repeats of the delay. 
D.Feedback – Part of “Delay Circuit.”  Controls the number of repeats of the delay. 
Wash – Part of “Wash Circuit.”  Controls the overall volume of the “Wash.”  Turn this up for more present ambiance.    
Ripple – Part of “Wash Circuit.”  Controls how pronounced the “ripple effect” is (see above).   
Resonance – Part of “Wash Circuit.”  Control how long the “Wash” decays and is present.  
Left Footswitch – Master on/off switch.   
Middle Footswitch – Tap Tempo 
Right Footswitch – Activates the “Wash Circuit.”  Cannot be used independently.  Left footswitch must be activated 
 

USAGE TIPS 
The Wash is probably one of the best pedals on the market for 

creating an ambient pad that sits naturally underneath your guitar’s 
signal.  The delay side is straight forward if you have used a delay in 

the past.  The “Wash Circuit” may need explanation.   
 

The Ripple knob transforms each successive delay repeat into 
thick reverberations.  Turn this down for more of the actual delay 

signal to come through the mix.  Turn this up for more washy, 
ambient sounds.    

 
The Resonance knob controls how long the “Wash” sits in the mix.  

Ideally you want this teetering on the brink of oscillation, but not to 
the point that it gets out of control.  With the Resonance knob, more is 

not always better.  It is highly interactive with the D.Feedback and 
Ripple knobs, so depending on where you have those knobs you can 

compensate the length of the decay with the Resonance knob. 
 

The Wash knob controls the overall volume of the “Wash.”  
Similar to the Resonance knob, more is not always better.  It has 
the ability to be as loud as your dry signal.  I personally like it to 
be a bit quieter than the dry signal, so it sits nicely underneath 

your dry signal. 
 

The tap tempo module only needs one interval (2 taps), but is 
more accurate with 3-4 intervals (4-5 taps).  The tap tempo 

module waits 1.0 seconds after your last tap to change tempo.   
 

 
 

POWER REQUIREMENTS 

Power must meet the following minimum 
requirements. For best results use a power 

supply that is specifically designed for pedals 
9V DC  

2.1mm “Boss” Style Plug 
Negative Center 

          
 

WARRANTY INFORMATION 

Hungry Robot Pedals provides a lifetime 
warranty on all of its products.  

 
The warranty covers any issues with the 
internal wiring or circuitry as well as any 
damaged or defective parts whose failure 
was not the result of misuse and abuse. 

 
Any modification to your pedal or use of 
improper power will result in a voided 
warranty and result in a repair charge. 


