
 

Note:  Some of these images 

represent the RHD cubby, which 

has a felt liner and a spring loaded 

door.  The install is the same 

otherwise. 

How to install the Cubbypod 3        

(< 30 minutes minus gauge install)  Read fully FIRST and gather your tools.  

1. Remove the center console / dash using a thin screwdriver. Put a cloth around the end to protect your dash 

from scratches. Start at the right edge, pry gently with the screwdriver, and pull on the area circled in red below.  

This is the easiest way to get leverage and get a good grip on the cubby.  Work your way around once the right 

side starts to pop out.   

 

2. Snap the console out evenly to expose all sides, once fully un-snapped, slowly start to pull the console out 

evenly.  Undo the connector found above the cubby area, this goes to the cubby light. Press on the top of the 

connector to release the tab.  Undo the connector on the bottom-right side which goes to the trip computer.   

This cable is short, so you will have to reach in underneath.  Press on the bottom side of the connector to 

release the tab.  Remove the console fully once connectors are undone.  Watch out for your wiper stalk. 

 



3. Remove the screws that hold the cubby in place, noted in red.   Remove the cubby area by pulling it from 

behind.  You will need to spread the vents out before pulling.  You will see what I mean. 

 

4. Remove the lower half of the cubby by looking at it and figuring it out.   It’s easy.  You should be left with sides 

and a door, like what is shown below.  Flip it upside-down and rest the Cubbypod in place as shown.  The tabs on 

the door frame fall into the slots on the cubby.  DO NOT press the Cubbypod onto the tabs, just rest them here. 

NOW IS A GOOD TIME TO INSTALL YOUR GAUGES AND CLAMP THEM INTO PLACE.  

 

TORX bit 
TORX bit 



5. Hold the Cubbypod against the door frame with gauges assembled, and place it into the cubby as an assembly.   

Spread the vents back out and put the door frame in place under the vent tab.  See below, how the vent tab is 

on top, pinching the door frame into place with the Torx screw.  

 

Wiggle the bottom of the Cubbypod forward until the edge of the door frame is tight against the cubby (see red circle on 

left).  When it is flush, the mounting tab on the back should almost touch the back of the trip computer.  Put the Phillips 

screw back into place behind the trip computer (red circle on right). 

 

 

6. Wire your gauges and put the entire cubby assembly back into the dash.  Make sure none of your wires get in 

the way of the vents on the sides, they will get pinched or keep the cubby from installing all the way.   Re-

connect the connectors on the top and the bottom of the cubby.  You can probably ignore the connector at the 

top of the cubby, since you will no longer be needing this light.  

 



It will look something like this.   

 

 

 

Notes: 

 

Deep gauges will touch against the old “roof” of the cubby.  This is fine.  You can see this on the image in Step 5 that 

shows the back of the gauges. 

 

The gauge holes are oversized (54mm) so you can wiggle your gauges around before clamping into place.  The 

Cubbypod is thin metal… make sure you gauge clamp can go tight enough against a thin panel.  If not, just add a 

spacer between the gauge clamp and the back of the cubby and pinch it into place.  Most gauges have long tabs on 

the clamp. 

 

 

 

 

 

 

 

 

 

Products manufactured by, or sold by, CasopoliS Design LLC or cubbypods.com have no warranties express, written, or implied.  Seller is 

not liable for damages caused by any products sold or the installation of products sold.                                                                                                 


