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1. Introduction
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1.1. Overview:Detailed instructions on installing tHeod louver kit for thé=ord Focus ST (MY

2011 and newer) and Ford Focus RS

1.2. Difficulty: Moderate to Hard
1.3. Time Required:3-4 hours

1.4. Tools Needed:

1.4.1.Drill

142t F AYGSNDRDa ¢ LI
1.43mky ¢ RNREE 0OA
1440kmMcé RNATf o
1.4.5.1/4" drill bit

1460kyé RNAEEf o6Adl
1.4.7.Electric oippneumaticdie grinder
1.4.8.Cutoff wheel

1.4.9.Sanding discs

1.4.10. Center Punch

1.4.11. Hammer

1.4.12. Blow Gun

1.4.13. Ratchet

1.4.14. 10mm Socket

1.4.15. 11/32 socket

1.4.16. Tape measure

1.4.17. Marker

1.4.18. TouchUp Paint
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1.5. Hood Louver Components

1.5.1.
1.5.2.
1.5.3.
1.54.
1.55.
1.5.6.
1.5.7.

Lefthandlouver
Righthandlouver
Lefthandwicker
Righthandwicker
Lefthandcutout template
Righthandcutout template
Hardware Bag

1.5.7.1. (34) 832 Serrated Stainless Nuts
1.5.7.2. (1) Warning for ovetorquing of nuts
1.5.7.3. Velox Logo Sticker

2. Hood Louver Kit Install
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2.1. Velox is not responsible for damage to you or your vehicle by follothiagnanual and/or
installing Velox Motorsports products

2.2. We begin by popping the hood so that we can remove the hood from the car.

z A

23.. ST2NBE NBY2@Ay3 (KS K22R3X $SQff NBY2@0S (KS gl

the hood completely.

2.4. Remove theblack fabric piece held on with plastic clips as well and discard as necessary, we
will not be using this after installing the louvers.

2.5. Using the 1hm socket and the ratchet, remove the hood from the car. Tmegsare
circled in yellow in the below m@to. *You may use some form of marking where the hood
sits currently on the hinges as the hinges have A LOT of play. Wéhageaint markings
from factory to aid in reinstall.*

2.6. Place the hood top side up on something with a bit of cushion. A large cardboard box, a
piece of carpetsawhorseor another standwill work well.
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2.7. Ultimately, louver location is up to you. However, we have outlined in this manual the
*optimal* placement for best evacuation basamh our CFD analysénd keeping the
structural sheet metal beneath at the forefront of our mind during the design phase.

LI A Y
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corner of the lmod with the crease on it, we measure upél3 | & a K 2 WQTE:
Yellow car is 2012014 MY install, Red car is 2015+ install.
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e

29.52 (GKAa (G2 020K aARSa IyR fFe& | LASOS 2F LJ A
lateral as possibleNOTE: Yellow car is 202D14 MY install, Red car is 2015+ install.
Disregard template placement at this time.
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2.10. Now, we figure out how to line the louver up with the outside crease. The increases the

aesthetic appeal of the louver as it appeardatiow the body lines of the hood. Follow step
2.11 for 20112014 Focus ST, and follow step 2.12 for 2015+ ST and RS users.

2.11. Using 4 or more pieces of small painters tape, mark locations from the crease about

MOTgE&gnnég AYysl NR 27T slibknel@vdzing drdase is Qiffldbilt té cBptured
in pictures.

2.12. Using 4 or more pieces of small painters tape, mark locations from the crease about
odTpé FNRY AYSFENR 2F GKS 2dziaiARS ONBIFasS Ia al
in pictures.

2.13. Ensure thatlltape edge laid are equal side to side.
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2.14. We are now ready to place the cut templates as we have our guides accurately marked

on the hood via painters tape. Using the tape as guidelines for placement of the templates,
6SQff SYR dzZlJ 6A0GK (GKS 0Sft 2 NOTED Pelloivvas 2Bla 6006 &S|
2014 MY install, Red car is 2015+ install. Disregard template placement at this time.

Note: Tangent edge of
template on tape line
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215. . Sf2¢ NB AYIFI3ASEa 2F GKS FdzAf K22R gAGK GKS
idea to ensure side to side they are evéiOTE: Yellow car 2112014 MY install, Red
car is 2015+ install. Disregard template placement at this time.

2.16. For the remainder of the install, the different model years do not deviate so we will be
showing pictures of the 2032014 MY Focus ST onlysing the cerdr punch (or a sharpn-
used tap) and hammer, genttenterpunchall 16 holegper side The holes are located with

crosshatchmarkings, centerpunchthe intersectionof each Also centepunchthe inside (4)
corners of the template.
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2.17. Usingthea Yl £ £t SaiG RNAff O0AGE mMkyéX RNAREE (KNERdzAF

below. Use high speeddlight pressure to not break the bit go plummeting through the
hood and scratching it.

218. 9yt NBS @(KS yaAiARS
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2.19. Using the template as a guide, cut out the sectibh NJ] SR & Odzii 2 dzii ¢ @ ¢ KS

and the paint is very easily burnt! This is normal and will be covered up with the flange of
our hood louver.

2.20. Perform the same operations on the othside of the hood from the top side.

2.21. The hood needs to be flipped over now. Protect the paint in whichever way you see fit.
Some customers will use tape on the high spots of the hood, others use towels, ard oth

dzaS | O2YO0AYylL A2y 2F 020K® LGQa | 3I22R ARSI
flipping it over as well.
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2.22.  On the bottom side of the hoo@® 2 dzQ thé moarfiry holes through the structural

metal. 2 SQf f dza S G K SfarSuttiKepof t1&: Struttuiial sBedtAmRtSl.dThese few
holes are circled in red below.

2.23.  Using thecutoff wheelagain remove all of this materiathile giving ample room to

tighten the nut on This is shown belowBe sure that you do not cut throughtS K2 2 RQa
skin.* This is likely the most difficult portion of the entire install!
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2.24. Using sanding discs/tdbcs sand the edges of the skin aattuctural metal to avoid
cuts and remove all sharp edges.

225. ¢ KS Kat8NERDo becoatedas the hood isome form of steel and it witlistin

time. If you have touch up paint and want to coat the exposed edges, do so now and let it
dry.

2.26. Test fit the louver on the hoodf the louver does not go into the holes cleanly and
without hesitation, pull the louver back ofand enlarge the holes that are causing trouble!

2.27. Once the hood louver fits in the holes well, begin to tighten the nuts on the louver from
the bottom side. Only use your fingers to tighten the nuts at this point!

2.28.  When all nutsarefinger tight, dza S G KS ™Mk o approxanatéyl/Stimta 2 I RR
each of the nuts. Watch the top of the hood louterensureyou are not pulling the stud
down through the material MAXIMUM TORQUE IS 17 IN.LB®E nuts are serrated and
resistbacking off, they do not need significant torque.
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2.29. The wickers are installed from the bottom side of the hood louver. These increase

evacuation of under hood pressure and temperatuilote: Below picture is an FRS/BRZ
install.)
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Wicker Installed

No Wicker
Installed

2.30. Ranstall thehood with the (4) 1thm nutsand tighten to approximately 1218 ft-lbs
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2.31. Congratulations, you have successfully installed the Velox Motorsports hood louvers.
The car now benefits from reduced under hood pressure and reductionderhood

temperature. Rease contact Velox Motorsports with any questions, comments, concerns,
and feedback vigales@veloxnotorsports.com
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