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FAILURE TO COMPLY WITH ALL LISTED REGULATIONS WILL 
RESULT IN EXEMPTION FROM ENTERING THE TRACK 

 
Before entering the scrutineering bay: proceed to the driver registration area to sign in to receive your scrutineering form 
and car numbers. When entering the scrutineering bays, please turn your hazard lights on and open your bonnet and boot. 

 

1.  Apparel 
1.1. Helmets: 

a) MUST be presented on the passenger seat visible to scrutineers. 
b) MUST conform with: 

i. Australian Standard: AS1698,  
ii. USA standard: Snell SA95, M9 SA95, SA2000  

iii. British standard B56658-85 type A and A/FR 
c) For open roof vehicles, eye protection MUST be worn when wearing an open face helmet. 

 
1.2. Clothes: 

a) Drivers and Passengers MUST wear non flammable long sleeve clothing that covers neck to wrist to ankles at a minimum. 
b) It is encouraged to wear a single layer or greater flame resistant race suit. 

c) Enclosed footwear MUST be worn. 

d) Leggings are NOT acceptable clothing 

e) Moccasins/UGG boots are NOT acceptable footwear 

 

2. Vehicle 
2.1 Lights: 

a) Front and rear Hazard lights MUST be operational.  

b) Events incorporating night driving require vehicle to have fully operational front headlights. 

c) For night events requiring headlights, headlights MUST NOT be RED 

d) Headlights MUST be visible from Race Control, a neon strip is NOT acceptable 

e) Brake lights MUST be operational and visible from Race Control 

 

2.2 Brakes: 
a) All four wheel brakes MUST be operational from the foot brake pedal.  

b) Dual caliper systems are permitted on the REAR brakes only 

c) Hydraulic handbrakes can be used and a brake reservoir can be attached and inside the cabin. 

 

  2.3  Batteries: 
a) Batteries MUST be firmly clamped in place (cable ties are NOT acceptable),  
b) If a wet style battery is fitted within the passenger compartment, it MUST be in a box with a lid held down 

by latch or strap and vented outside the cabin to the atmosphere. 
c) If battery is located inside the cabin or boot that contains a fuel system, it MUST be covered by a battery box lid. 

 
  2.4    General: 

a) All wheel nuts MUST be fitted and tight. 
b) NO oil leaks 
c) NO loose items in cabin. (car MUST be presented at scrutineering clear of loose items) 
d) A sun roof is allowed to be open while on track.  
e) Fluid reservoirs in engine bay MUST be securely mounted, all reservoirs MUST have an absorbent cover. E.G Cotton 

Sock, Glove etc. The absorbent cover should NOT be already soaked with expelled fluid upon presentation to 
inspection before the event. 

f) Oil catch cans MUST NOT be an open tin of baked beans/coke bottle or similar. It MUST be a sealed container able 
to support hot oil safely. 

g) The vehicle MUST have all exterior body panels on and fastened securely. (exception made for front/rear bumper 
bars/side skirts). 

h) The vehicle MUST be fitted with an overflow tank for the radiator, fastened securely with metal fasteners to the 
chassis. The tank MUST be a suitable container with a lid. (Coke bottles are NOT acceptable) 
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i) All sharp edges from inside the passenger compartment MUST be removed or covered with an appropriate covering 
method, this includes all sharp edges exposed from removing door trims, interior trims, panels and carpets etc. Also 
including all sharp edges from all fabrication work and installation of accessories. (please note- passenger compartment 
is defined as being from the front fire wall to the back edge of the driver/passenger seat). 

j) The original roofline MUST remain intact. Fitment of a carbon-fibre or lightweight roof skin is only permitted when an 
approved 6-point weld-in roll cage is fitted. 

k) The boot floor can be cut-out and removed to allow fitment of an aftermarket fuel cell and/or lightweight boot floor 
panel, however a rear firewall MUST be installed. 

l) Tubbing of the front guards is permitted. 
m) Any in cabin catch cans for diff or transmission oils MUST be vented to atmosphere outside of the cabin. This includes an 

Accusump, the same principles as a surge tank apply. 
n) The factory doors and compliance fitted side intrusion bars MUST remain intact on the vehicle unless an approved 

weld-in roll cage with side intrusion bars is installed. “Gutted” factory doors and lightweight doors are then permitted 
to be fitted also with side intrusion bars fitted 

o) Custom bumper re-enforcement bars or “bash bars” are permitted but MUST remain inside the external bodywork. No 
open pipe ends or sharp edges should protrude in any direction. 

 

2.5 Fuel System: 
a) All fuel system components MUST be sealed from passenger compartment.  

b) A cardboard box/parcel shelf/wall is NOT an acceptable cover. It MUST be sealed 
c) 180sx's or other open coupe's with an externally mounted fuel system MUST have a properly sealed box to separate the 

fuel system from the cabin. 
d) Fuel lines can be run within the cabin if constructed of steel braided or aluminum hard line that is designed to carry the 

correct type of fuel. 
e) Where the fuel lines pass through the cabin, there MUST be no connections within the cabin, except for at the front and 

rear bulkheads. If there is no bulkhead fitting, a grommet MUST be used where the line passes through the hole. 
f) Aftermarket fuel lines MUST be firmly secured to the vehicle and declared safe by event staff. Fixing points/saddles 

should be at least every 300mm along the path of said fuel lines. 
g) Nitrous oxide/LPG systems are permitted. The bottle MUST be securely fastened to prevent movement during an 

accident. The system MUST be free from leaks in the cabin area. The system MUST also be part of the car’s main 
electrical system and shut off when the car is turned off. 

h) If using LPG/Nitrous Oxide an appropriate label MUST be place on the front and rear guards of the car so that if there is 
an incident, marshals are aware of what is inside the car 

 

2.6 Bonnets: 
a) Bonnet’s with open holes into engine bay MUST have holes sealed/covered with mesh. The holes in the mesh should NOT 

exceed 10mmx10mm.  
b) Bonnet holes MUST NOT be greater than 300mm x 300mm.  
c) Any air filters protruding through the bonnet must be covered by a hood/scoop/cowl that has mesh over the opening. 

The hood/scoop/cowl must not exceed 200mm in height above the bonnet line  
 

 
Pictured above bonnet vents and holes that are acceptable 

 

2.7 Fire Extinguishers: 
a) MUST meet ADR's and be fully charged 
b) MUST meet AS 1841 (Except AS1841.2) 
c) The mount MUST be securely attached with screws or bolts so that it can withstand the force of a large impact. 
d) The extinguisher MUST be held in place to the mount by a metal latch/bracket mechanism.  
e) Plastic brackets are NOT allowed. 
f) The extinguisher MUST be in a low, safe position and MUST be within reach of the driver’s seat while seated.  
g) The extinguisher MUST NOT cable tied to roll cage, passenger seat etc. 
h) NOTE: BCF/Halon Extinguishers are illegal. 
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2.8 Exhaust systems: 
a) The exhaust MUST finish outside the perimeter of the vehicles bodywork. No exhausts to finish halfway underneath the 

vehicle. "dropped pipes" are NOT ALLOWED. 
b) Side pipes MUST exit behind the B pillar and the exit/end MUST NOT be more than 400mm from ground level. (400mm at 

the highest point of the exiting exhaust pipe). 

 

 
Correct placement of Side pipes 

 
c) MUST NOT exceed more than 100mm past the perimeter or the rear of the vehicle. 
d) Exhaust outlet MUST NOT be pointing in a steep upwards direction. Upward angle should NOT be more than 15 deg. 
e) All forms of wastegates on turbocharged vehicles are ALLOWED. 
f) All external wastegate exhaust/screamer pipe MUST NOT be lower than the car’s actual exhaust system. 
g) All cars MUST run a minimum of one muffler in their exhaust system in the form of 

muffler/resonator, (inc. hot-dogs). Catalytic converter only will NOT pass 
h) The maximum vehicle noise emitted MUST NOT exceed 95dB (A) measured at a point 30 metres from the track edge by 

approved measuring equipment. 
i) External wastegates/screamer pipes MUST point down and exit the perimeter of the engine bay. No wastegates and/or 

exhausts are to exit upwards through the bonnet. If the waste gate exhaust/screamer pipe is exiting through the side of 
the front guard it MUST NOT be higher than 400mm from ground level and MUST be pointing in a downwards direction. 
(horizontal or angled upwards gate pipes will NOT pass). 

j) All external pipe work above sill level MUST be heat shielded. (to prevent danger to pit crews and event staff) 

 
2.9 Windscreens/Windows 

a) Front windscreen MUST be free from any cracks 

b) Front windscreen MUST be of factory strength or greater and cannot be polycarbonate. 

c) Front windscreen MUST be free from stickers on the drivers side (windscreen banners excepted). 

d) Side windows can be removed and replaced with lighter items. 
e) Polycarbonate windows are permitted to be used except for the front windscreen, which MUST be the factory glass. 
f) Polycarbonate windows MUST be installed and secured correctly. 

 

2.10 Seats 
a) MUST be FIRMLY mounted with all anchor bolts fitted.  
b) Seat rail/brackets MUST be made from a minimum plate thickness of 3mm steel or 6mm alloy.  
c) Seats MUST be structurally sound and free from cracks and delamination. They also cannot exhibit weakness, signs of 

damage, significant flex or show considerable age.  
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2.11  Seat Belts/Harness Systems: 
a) All cars require a factory seat belt or an approved harness system for the drivers and passenger. 
b) Safety harnesses or seat belts MUST be complete units sourced from a recognised manufacturer. It is NOT permitted to 

mix parts of seat belts/ harnesses of different types or manufacturers. 
c) Safety harnesses or seat belts and MUST be fitted and worn in accordance with any manufacturer’s instructions or 

limitations and in conjunction with any further VicDrift requirements, safety harnesses and/or seat belts are required to 
be worn at all VicDrift events.   

d) A quick release type approved safety belt and shoulder harness of NOT less than 40 mm in width is compulsory if a 
harness is used. 

e) Where the belts pass through the seat sides, the holes MUST have a grommet installed, be rolled and/or padded to 
prevent cutting of the belt. 

f) Shoulder Harness systems MUST be mounted/secured within 40 degrees of horizontal. 

g) No tears, fraying or damage to belt webbing. 

h) All seatbelt points MUST be mounted and fitted using the correct fixtures and fittings. 

i) All harness shoulder points/straps MUST be attached at the rear of the cabin to a harness bar. The harness bar MUST be 

welded or bolted to the existing roll cage structure or chassis, if welded to the chassis it shall have a 3mm thick foot plate 

at each end measuring NOT less than 56.25mm² each. If bolted to the chassis, backing plates MUST be used and of the 

same thickness and surface area as the foot plates. A minimum of two M12 or 7/16th UNF high tensile bolts at each end 

foot plate MUST be used. 
j) Seat Belts have a finite life span. Please refer to CAMS requirements for specific life spans of your particular seat belt 

harness. Refer to Schedule I of the CAMS manual. 

 

2.11.1 Harness Mountings 
a) The safety harness or seat belt MUST be securely mounted. On cars derived from series production vehicles such 

mountings shall be positioned to provide compliance with the prescriptions shown in Drawings I-1 and I -2. If the two 
shoulder straps join prior to a common mounting point then that junction shall be at least 150mm behind the wearer’s 
neck. In all cases of mounting the following MUST be observed: 

b) On series production cars, some or all of the original seat belt mounting points may be satisfactory. Where the original 
seat belts are affixed to the seat, such mounting points may be used only: 

c) Where the original unmodified mounting points on the seat are retained 
d) Where the original mounting points are NOT used, additional floor mounting points MUST be reinforced with a 3mm 

steel plate of at least 75mm x 50mm on the underside of the body. 
e) Full harness rear mounting points MUST be to a substantial part of the vehicles 
f) Structure, reinforced as for floor mounts above, or to the roll cage. 
g) Under no circumstances may a safety harness mounting bolt be used to affix a roll cage to the body shell. 
h) You cannot mount a harness to the parcel shelf 
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3.  Safety Cages: 
As of the 1st January 2014 the requirements for VicDrift events are as follows: 

 
Introduction Events: 
Drift Skills events held at DECA training facility will NOT require a safety cage. 

 
Beginners Area of Track 
Group D (Beginners) may attend the beginners area of the track will NOT require a Safety Cage however YOU WILL 
NOT be allowed to enter onto main track.  
 
Main Track (Groups A, B, C) 
Drivers MUST have an approved half cage installed as a minimum. 

 
Competitions 
All drift battle competition events, irrespective of class or level MUST have an approved half cage installed as a 
minimum.  
 
Convertibles 
NON factory convertibles MUST have a weld in 6 point roll cage. No bolt in cages are permitted in non factory 
convertible cars. Ie. a car has been cut to become a convertible such as a Skyline or 200SX 

 
Passenger Requirements: 

Passengers are allowed to travel in any car equipped with an approved safety cage on the main track in groups A, B, 
C. 

 
Passengers are NOT allowed in Beginner (Group D) cars at all. This applies even if a safety cage is fitted.  

 
Safety Cage Specification 
All Safety Cage information is provided in the CAMS Manual, Schedule J. 

 
We have included a guide to make some of the fundamentals easier, however it is YOUR responsibility to ensure the 
cage is manufactured to comply with all the requirements of Schedule J and any additional VicDrift requirements. 
Contact CAMS if you have any specific questions regarding Safety Cages. It is STRONGLY recommended that you 
enlist the service of a professional safety cage builder to construct your cage. This could save your life one day and 
you should value your safety! 

 
3.1. Materials: 

a) Refer to Schedule J, Article 8.2, Table 1. 
NOTE: Aluminium/ Carbon Fibre is NOT allowed. Crome-Moly allowed only if certified by CAMS. 

 

3.2.   Design: 
a) MUST comply with Article 13, taking note Drawing J-18 as the desired structure moving forward 
b) From CAMS “Basic structure shall be constructed according to the following design; 1 main roll bar + 2 backstays + 1 

diagonal + 4 mounting feet” 
c) This is the requirement for drivers and to be able to take passengers. There is no further requirements to take passengers. 
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d) In addition to Article 13, it is recommended (but not required) that side intrusion bars are fitted to the vehicle from 
low on the main hoop and MUST extend to the firewall, with a single continuous straight bar unless front legs are 
used, in which case the intrusion bar MUST join to front legs 

e) It is recommended a further bar as shown in 15.2 diagram J42 is fitted to the main hoop to strengthen the car in the 
event of a side impact. 

 
3.3. Mounting: 

a) All bars MUST be properly welded or bolted, and mounting feet and lower plates used as specified in Article 18. 
b) This is the minimum requirements. It is recommended that full bar work is installed such as shown in Article 12.1 

 
3.4. Padding: 

a) Padding is recommended on safety cages for areas located where any body part including the helmet, may strike the 
safety cage.  

 
NOTE: Japanese specification safety cages such as Cusco or Safety 21 cages  DO NOT meet the CAMS requirements for 
thickness, tube diameter and often the design. Front legs have multiple bends and are not suitable. 
 

4.  Fuels: 
a) All unleaded fuel types are acceptable for use at VDC events. 
b) Fuels MUST be stored in fuel safe cans or containers. 
c) Methanol is NOT allowed 

 

5.  Tyres 
a) Practice Days: There is no restriction on tyre type as long as it is suitable for use at a drifting event. Front 

tyres should be in good condition. 
b) Competition Days: Further requirements such as tread wear limitations may be in place and please refer to specific event 

supplementary regulations. 

 
 

The Chief Scrutineer has the authority to determine what will be approved and not approved in 
respect of all the scrutineering requirements and his decision is final.
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APPENDIX 
 
List of Recommended cage builders 

Brown Davis Automotive 
www.rollcage.com.au 
47 Holloway Drive, Bayswater, VIC 
03 9762 8722 

 

TrackArt 
www.trackart.com.au 

 

Grunt Performance 
www.gruntperformance.com.au 
2/48 Collins Rd, Dromana, VIC 
0423 405 603 

 

 

FabRAIcations 
www.rollcages.com.au 
19 Citrus Street, BRAESIDE, VIC 
03 9587 7772 

 

Flamin Fabrications 
www.flaminfabrications.com.au 
12 Lalor Crescent, Sunbury, VIC 

0419 386 703 
 
 

JDI Fabrication 
www.facebook.com/JDIfabrication 
11/21 Malvern street, Bayswater, VIC 
0412 087 828 

http://www.rollcage.com.au/
http://www.rollcage.com.au/
http://www.trackart.com.au/
http://www.trackart.com.au/
http://www.gruntperformance.com.au/
http://www.gruntperformance.com.au/
http://www.rollcages.com.au/
http://www.rollcages.com.au/
http://www.flaminfabrications.com.au/
http://www.flaminfabrications.com.au/
http://www.facebook.com/JDIfabrication
http://www.facebook.com/JDIfabrication
http://bing.com/maps/default.aspx?v=2&pc=FACEBK&mid=8100&rtp=adr.%7Epos.-37.842430579086_145.27325381_JDI+Fabrication_11%2F21+Malvern+street%2C+Bayswater%2C+Victoria&cp=-37.842430579086%7E145.27325381&lvl=16&sty=r&rtop=0%7E0%7E0%7E&mode=D&FORM=FBKPL1&mkt=en-US
http://bing.com/maps/default.aspx?v=2&pc=FACEBK&mid=8100&rtp=adr.%7Epos.-37.842430579086_145.27325381_JDI+Fabrication_11%2F21+Malvern+street%2C+Bayswater%2C+Victoria&cp=-37.842430579086%7E145.27325381&lvl=16&sty=r&rtop=0%7E0%7E0%7E&mode=D&FORM=FBKPL1&mkt=en-US

