Guerra Group Custom Camshaft Build Sheet
Complete this worksheet as accurately as possible and e-mail it as an attachment to patrick.guerragroup@gmail.com
If you have trouble attaching this document, you can copy the entire text of this document and paste it into the body of your email.
Customer name:

Internet screen name:

Street Address:

City, State, Zip, Country:

Contact phone number:

E-mail address:

Type of Camshaft Requested (choose one with x): 

Hydraulic Roller[ ]  Solid Roller[ ] VVT Cam [ ] VVT Cam with DOD [ ]
Custom EPS lobes [ ]

Comp Cams catalog lobes [ ]
Vehicle info:

Year/make/model: 

Weight With Driver: 

Intended use:

Percentage of street driving:
Preferred shift rpm:

Desired red-line:

Idle/street manners: stealth[ ]  light chop[ ]  hard lope[ ] 

Must this vehicle pass emissions? Yes[ ] No[ ]
Maximum desired lift with new camshaft (very important):
Reason for new camshaft? 

 (Most important question. Be very specific):
Previous Camshaft: (specify stock if unmodified)
Manufacturer: 

Specs (duration, lift, LSA, advance): 

Duration at .006”,.050”, .200” if known: 
Engine Details: (specify stock if unmodified)
Type of Engine, Cubic Inches: 

Bore and Stroke: 

Static Compression: 

Piston Type, dome or dish (specify +/- cc): 
Piston deck height: 

Pistons fly-cut with valve reliefs?[ ] CC amount:

Rod type, length: 

Cylinder Head Details: 

Manufacturer (specify casting number if factory or stock): 

Ported or Stock: 

Valve Sizes (I/E): 
Are the intake valves stock [ ] lightweight hollow stem [ ] Titanium [ ]
Port Volumes (I/E): 

Combustion Chamber Size cc (very important)
Amount of milling (very important):

Flow Figures (I/E): 

.100: 

.200: 

.300: 

.400: 

.500: 

.550: 

.600: 

.650: 

.700: 

Head gasket thickness (very important):

Valve spring type, brand: (specify stock if unmodified):
Valve Spring Pressures (seat/open): 

Rocker arm brand (specify stock if unmodified):

Rocker Arm Ratio: (very important):
Pushrod length:

Induction Details: 

Intake Manifold Type: 

Stock or Ported: 

Throttle Body or Carb Size:
Oversized injectors[ ] Size: 

Fuel octane rating (very important):

Exhaust Type: 

Manifolds[ ]  Shorty[ ]  Mid-Length[ ]   Long Tube[ ] 

Primary Size: 

Collector Size:
Merge collector[ ] X-Pipe[ ]
Exhaust Diameter: 

Catalytic converters: Yes [  ] No [  ]
Type of Muffler: 

Full Exhaust[ ]  Dumps[ ]  Cutout[ ] 

Transmission Details: 

Type of transmission Manual[ ] Automatic[ ] 

Type of Clutch: 

Torque Converter Stall rpm: 

Transmission Gear Ratios (specify stock if unmodified): 

Chassis Details: 

Rear Gear Ratio: 

Rear Tire Size: 

Engine Management System: 

Stock[ ] Stock with aftermarket tuning[ ]

Aftermarket BS3, Pro EFI, etc (specify):

Mass air sensor[ ] Speed density[ ] Open loop[ ]  Closed loop[ ]

Power Adder Type: 

Nitrous/Turbo/Supercharger (specify): 

Nitrous Power Level: 

Turbo AR: 

Blower CFM: 

Anticipated boost level:

Instructions:
Custom camshaft specs will be e-mailed back to you upon completion of this form and payment of $25-$40 via the Guerra Group Camshaft Help web page.
The Guerra Group will send you a preferred vendor to contact to have the cam ground. The vendor name and contact information will be on the camshaft recommendation sheet that we will email to you. If you want the custom EPS cam lobes, they can only be ordered with your Guerra Group Cam Recommendation sheet. If you prefer to have your cam ground with Comp Cams catalog lobes, please indicate so at the top of page 1 in the Type of Camshaft Selected section.
Any further questions can be directed to: patrick.guerragroup@gmail.com
