3DR Solo Amplifier Mount Assembly
•

CAUTION: It is important to NEVER turn the transmitter or amplifier on
without an antenna hooked up. Failure to do so can result in frying your WIFI
module or amplifier.

Thank you for purchasing your Amplifier Mount from Maxx UAV! We put a lot of time and effort into the
design of our mounts and we hope you have a good experience with them. If for any reason you are not
satisfied, please contact us so we can make it right. Follow these steps for easy assembly.

This is known as
the transmitter
clip. It will come
assembled as
shown.

Remove the two
nuts and remove
the front bracket,
as shown

Place the
transmitter clip
onto the Solo
transmitter tablet
/ phone mount as
shown

Slide the front
bracket back onto
the screws,
making sure the
middle slot is
facing upwards,
and the side slits
are facing the
phone / tablet
mount, as shown

Replace the two
nuts back onto
the screws. Don’t
tighten them
down just yet.
Slide the
transmitter clip
down as far as it
can go, and then
tighten the nuts
for a snug fit

Next, you will prepare
the mount. It will come
with two screws and
wing nuts, as shown.
The mount shown is the
Compact mount, but
assembly is the same
for all 3DR Solo mounts.
Place the battery into
the mount. If you’re
using the Anker (USB)
battery, there is a
charge indicator button
on top, you’ll want to
face that downwards in
the mount (to line up
with the hole in the
mount)

Before you place
the amplifiers
into the mount,
you’ll want to
connect the
power cords, as
some of the
mounts won’t
allow you to
connect them
after you’ve
placed them into
the mount

Make sure you
have the
amplifier oriented
as shown. The
“TO ANTENNA”
side should be
facing towards
the back, and the
“TO RADIO”
should be facing
towards the
front.

Remove the wing
nuts from the
mount, and line
the screws up
with the holes on
the transmitter
clip and insert.

Replace the wing
nuts and tighten
until snug. Now
you can connect
the antenna
cables from the
transmitter to the
amplifiers

Each amplifier
came with a blue
coax cable that
you’ll use to
connect the
transmitter to the
amplifiers. One
end of the cable
is different from
the other. This
end is known as
the SMA
(identified by the
extruding pin
inside)

This end is known
as the RP-SMA,
RP standing for
Reverse Polarity.
(Notice, there is
no extruding pin
inside like the
other end) – This
is the end that
will connect to
your transmitter

Connect the RPSMA to the Solo
transmitter

Connect the SMA
to the bottom of
the amplifier &
repeat on the
other side

If you are using
the FPVLR
antenna, simply
screw the
antenna to the
top of the
amplifiers as
shown (this is for
the 3DR Solo
compact model
only)

If you are using
the ItElite V2
antenna, remove
the two wing nuts
from the mount.
Place the
MaxxUAV ItElite
mounting clip
onto the antenna
as shown

Place the ItElite
antenna onto the
mount screws as
shown

Screw the wing
nuts back onto
the mount as
shown

Screw the
antenna plugs
onto the
amplifiers, as
shown

Attach the
lanyard

DOUBLE CHECK ALL CABLE CONNECTIONS. MAKE
SURE EVERYTHING IS TIGHTENED!
It’s important to
note, you only
want to plug the
USB cables in
when you are
getting ready to
fly. This is
because when
they are plugged
in, the amplifiers
are always on.
When you plug
the amplifiers
into the battery,
the amplifiers
should light up.

If for some
reason the
amplifiers are not
lit up when you
plug them into
the battery, hit
the button on the
battery to wake it
up

The amplifiers
should flicker
when the
transmitter is
turned on,
indicating
everything is
working properly
and you’re ready
to fly!

That’s it! Once again, thank you for purchasing from us! If you have any trouble along the way, feel free to
contact us. The best way to reach us is through our Facebook page. Just Like us and send us a quick message.
http://www.facebook.com/maxxuav
http://www.MaxxUAV.com
jake@maxxuav.com

